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hours or less. Outlet openings in the floor should be at least four times the
area of the discharge pipe to reduce suction currents.
b. Inlets for fresh or re-purified water shall be so located to produce, as
far as possible, a uniform circulation of the water throughout the entire
pool.
Sec. 8. Scum Gutters.
a. All artificial pools shall have scum gutters completely around the
pool. The design shall be such that the top of the gutter will be on a
level and the inside on such a grade that all water going into the gutter
will flow to the outlet.
b. The edge of the scum gutter shall be so constructed that it will serve
as a hand-hold for the bathers.
c. All scum gutters shall be recessed into the pool wall.
Sec. 9. Steps and Ladders.
a. All steps and ladders shall be of such construction as to minimize
danger of accidents. The tread shall be of nonslip material, all steps
and ladders shall have a hand rail on either side leading out over the
runway.
Sec. 10. Runways and Sidewalks.
a. There shall be a runway extending around the entire pool of not
less than four feet wide, of material which can be easily cleaned and of
non-slip construction. This runway shall be so constructed that water
cannot drain back into the pool.
b. The use of sand or grass for a runway is not allowed:
Sec. 11. Dressing Rooms:
a. Bath houses to be used simultaneously by both men and women shall
be in two parts, one for each sex, entirely separated by tight partitions.
b. Floors of all dressing rooms and lockers shall be of smooth finished
material, impervious to moisture, with no open cracks or joints, all floors
shall have a pitch of at least one-quarter inch to the foot and shall slope
to a proper drain to permit washing down with a hose. All junctions with
the floor or side walls shall be finished with rounded joints.
c. All partitions between dressing compartments shall teiminate not
less than four inches from the floor to permit flushing of the entire
floor area.
d. All dressing rooms and appurtenance must be kept clean at all
times. All lockers and floors shall be sprayed at frequent intervals with
a vermifuge and disinfectant.
Sec. 12. Showers, Toilets and Lavatories:
a. Adequate shower bath facilities with both hot and cold water shall
be provided at all artificial pools. The minimum number of showers pro-
vided shall be in the proportion of one for each 40 bathers.
b. At public bathing beaches a sufficient number of showers shall be
provided to permit all bathers to rinse off sand and dirt before entering
dressing rooms.
c. Adequate and proper toilet facilities for each sex shall be provided
at all pools and beach bath houses. The minimum number shall be one
toilet for each 40 women, and one toilet and one urinal for each sixty men.


